[image: image1.png]TEL:AOUS

Access Products





Competitive Analysis

PRODUCT:
Siemens ULAF+ HTU (HDSL Termination Unit) versus Crocus HDSL

AUTHOR:
Patrick De Boeck

DATE:

19 January, 2001

VERSION:
1.0

Competitive advantages are marked for each product by a shaded green colour.

Questions mark (?) are not proven features at the time of publication of this document and could be weak points of the product


Siemens ULAF+ HTU
Crocus HDSL

General



Number of pairs
1,2
1(1),2,3(2)

Supported Line speeds
2048 kbps
2048 kbps

Autorate
Not applicable
Not applicable

Firmware download to remotely installed equipment
?
Yes

Line code
2B1Q
2B1Q

Used chipset
Metalink
Connexant (Brooktree)

Line connection
RJ45
Screw

Desktop Units



Supported Serial type end-user interfaces
V.35, V.36, G.703, X.21
V.35, V.36, G.703, X.21, RS-530, RS-232

Support for Ethernet Bridge end-user interface
Yes 
Yes

Support for Ethernet integrated IP router end-user interface
No
Yes

desktop dual port
Yes
Yes(2)

Card-versions



Supported Central side Serial interfaces
V.35, V.36, G.703, X.21
V.35, V.36, G.703, X.21, RS-530, RS-232

Support for central side bridge interface
Yes 
Yes

Support for central side IP router interface
No
Yes

Card-version dual port
Yes
No

Number of cards/nest (max)
16
15

Number of modems/card
1
2  (1 for 3-pair)

Height of card-nest
27 cm
27 cm

Depth of card-nest
30 cm (ETSI)
35 cm

Voice-band in same card-nest
No
Yes

Fibre-optic in same card-nest
Yes (2 Mbps)
Yes (10 Mbps, 34 /45 Mbps)

IDSL in same card-nest
No
Yes

SDSL in same card-nest
No
Yes

SHDSL in same card-nest
Yes(3)
Yes(3)

Cross-connect in same card-nest
No
Yes

E1 integrated access multiplexing for SDSL in same card-nest
No
Yes

E3 access multiplexing
No
Yes(3)

Management



SNMP Management card
Yes
Yes

Support for Telnet
?
Yes

Support for ping
?
Yes

Ethernet connection
Yes (10Base-T)
Yes (10Base-T)

PPP connection
No
Yes (V.24)

X.25 connection
No
Yes (V.24)

FR-R connection
No
Yes (V.24)

Interactive management interface
Yes
Yes

Command-Line management interface option
No
Yes

Management platform
HPOV
HPOV

Management platform operating systems
Solaris 2.6/7
Solaris 2.5/2.6/7

HP UX 10.x/11.x

Windows NT

Other



Repeaters
No
Yes

(1)
Max 1152 kbps, with Nx64k Interface

(2)
Separate model

(3)
Announced product

The Siemens equipment uses the same PCB for cardnest and desktop unit.
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