Table 2: Cisco Aironet 340 Series Client Adapters Product Features 

PRIVATE
Features 
AIR-PCM340 
AIR-PCI340 
AIR-ISA340 

Network Architecture Types 
Supports peer-to-peer networking and communication to wired networks via access points
Supports peer-to-peer networking and communication to wired networks via access points
Supports peer-to-peer networking and communication to wired networks via access points

Range at 1 Mbps1 (typical) 
1500 ft. (460m) open environment; 300 ft. (90m) office
1500 ft. (460m) open environment; 300 ft. (90m) office
1500 ft. (460m) open environment; 300 ft. (90m) office

Range at 11 Mbps1 (typical) 
400 ft. (120m) open environment; 100 ft. (30m) office
400 ft. (120m) open environment; 100 ft. (30m) office
400 ft. (120m) open environment; 100 ft. (30m) office

Encryption 
AIR-PCM340: No WEP option

AIR-PCM341: 40-bit WEP option

AIR-PCM342: 128-bit WEP option
AIR-PCI340: No WEP option

AIR-PCI341: 40-bit WEP option

AIR-PCI342: 128-bit WEP option
AIR-ISA340: No WEP option

AIR-ISA341: 40-bit WEP option

AIR-ISA342: 128-bit WEP option

Antenna 
Integrated internal antenna with diversity support
External 2.2 dBi dipole antenna with RP-TNC connection
External 2.2 dBi dipole antenna with RP-TNC connection

Device Drivers Available 
NDIS2, NDIS3, NDIS4, NDIS5 ODI, and Packet
NDIS2, NDIS3, NDIS4, NDIS5 ODI, and Packet
NDIS2, NDIS3, NDIS4, NDIS5 ODI, and Packet

System Interface 
PC Card Type II slot
32-bit PCI slot
16-bit ISA slot

LED Indicators 
Link status and link activity
Link status and link activity
Link status and link activity

Receive Sensitivity 
-90 dBm @ 1 Mbps

-88 dBm @ 2 Mbps

-87 dBm @ 5.5 Mbps

-83 dBm @ 11 Mbps
-90 dBm @ 1 Mbps

-88 dBm @ 2 Mbps

-87 dBm @ 5.5 Mbps

-83 dBm @ 11 Mbps
-90 dBm @ 1 Mbps

-88 dBm @ 2 Mbps

-87 dBm @ 5.5 Mbps

-83 dBm @ 11 Mbps

Max Output Power 
30 mW (U. S., Canada, ETSI) 

4.5 mW/MHz (EIRP, Japan)
30 mW (U. S., Canada, ETSI) 

4.5 mW/MHz (EIRP, Japan)
30 mW (U. S., Canada, ETSI) 

4.5 mW/MHz (EIRP, Japan)

Power Consumption 
Transmit: 350 mA

Receive: 250 mA

Sleep: under 10 mA
Transmit: 450 mA

Receive: 350 mA

Sleep: under 110 mA
Transmit: 450 mA

Receive: 350 mA

Sleep: under 110 mA

Table 3: Cisco Aironet 340 Series Access Point Product Features 

PRIVATE
Feature 
AIR-AP341S1C 
AIR-AP342E2C 
AIR-AP341E2C 
AIR-AP342E2R 
AIR-AP341E2R 

Network Protocols Supported 
Complies with IEEE 802.3 
Complies with IEEE 802.3 
Complies with IEEE 802.3 
Complies with IEEE 802.3 
Complies with IEEE 802.3 

Range at 1 Mbps (typical) 
1300 ft. (400m) open environment; 250 ft (77m) office
1300 ft. (400m) open environment; 250 ft (77m) office
1300 ft. (400m) open environment; 250 ft (77m) office
1500 ft. (460m) open environment; 300 ft (90m) office
1500 ft. (460m) open environment; 300 ft (90m) office

Range at 11 Mbps (typical) 
300 ft. (90m) open environment; 80 ft (25m) office
300 ft. (90m) open environment; 80 ft (25m) office
300 ft. (90m) open environment; 80 ft (25m) office
400 ft. (120m) open environment; 100 ft (30m) office
400 ft. (120m) open environment; 100 ft (30m) office

Encryption 
40-bit WEP
128-bit WEP
40-bit WEP
128-bit WEP
40-bit WEP

Maximum Clients 
10
2048
2048
2048
2048

Antenna 
Integrated single 2.2 dBi dipole (no antenna diversity)
Integrated (nonremovable) dual 2.2 dBi dipole with diversity support
Integrated (nonremovable) dual 2.2 dBi dipole with diversity support
Optional (none supplied with unit)
Optional (none supplied with unit)

Optional Antenna Connector 
None
None
None
Dual RP-TNC connectors with diversity support
Dual RP-TNC connectors with diversity support

LED Indicators 
Status, network activity and RF Activity
Status, network activity and RF Activity
Status, network activity and RF Activity
Status, network activity and RF Activity
Status, network activity and RF Activity

Local Configuration 
Direct console port (serial EIA-232 DB-9 female)
Direct console port (serial EIA-232 DB-9 female)
Direct console port (serial EIA-232 DB-9 female)
Direct console port (serial EIA-232 DB-9 female)
Direct console port (serial EIA-232 DB-9 female)

Remote Configuration 
HTTP, Telnet, FTP, or SNMP
HTTP, Telnet, FTP, or SNMP
HTTP, Telnet, FTP, or SNMP
HTTP, Telnet, FTP, or SNMP
HTTP, Telnet, FTP, or SNMP

Automatic Configuration 
BOOTP and DHCP
BOOTP and DHCP
BOOTP and DHCP
BOOTP and DHCP
BOOTP and DHCP

Receive Sensitivity 
-90dBm @ 1 Mbps

-88dBm @ 2 Mbps

-87dBm @ 5.5 Mbps

-83dBm @ 11 Mbps
-90dBm @ 1 Mbps

-88dBm @ 2 Mbps

-87dBm @ 5.5 Mbps

-83dBm @ 11 Mbps
-90dBm @ 1 Mbps

-88dBm @ 2 Mbps

-87dBm @ 5.5 Mbps

-83dBm @ 11 Mbps
-90dBm @ 1 Mbps

-88dBm @ 2 Mbps

-87dBm @ 5.5 Mbps

-83dBm @ 11 Mbps
-90dBm @ 1 Mbps

-88dBm @ 2 Mbps

-87dBm @ 5.5 Mbps

-83dBm @ 11 Mbps

Output Power 
30 mW (U.S., Canada, ETSI) 4.5 mW/MHz (EIRP, Japan)
30 mW (U.S., Canada, ETSI) 4.5 mW/MHz (EIRP, Japan)
30 mW (U.S., Canada, ETSI) 4.5 mW/MHz (EIRP, Japan)
30 mW (U.S., Canada, ETSI) 4.5 mW/MHz (EIRP, Japan)
30 mW (U.S., Canada, ETSI) 4.5 mW/MHz (EIRP, Japan)

Power Consumption 
5V±5% @ 800 mA
5V±5% @ 800 mA
5V±5% @ 800 mA
5V±5% @ 800 mA


PRIVATE

Table 1: Cisco Aironet Wireless Bridge Specifications Data Rates Supported 
1, 2, 5.5, and 11 Mbps

Range* (typical) 
Up to 18 miles (30 km) at 11 Mbps 

Frequency Band 
2400-2483.5 MHz

Wireless Medium 
DSSS

Media Access Protocol 
CSMA/CA1

Network Protocols Supported 
IEEE 802.3 and Ethernet blue book

Modulation 
DBPSK2 @ 1 Mbps

DQPSK @ 2 Mbps

CCK3 @ 5.5 and 11 Mbps

Operating Channels 
11 channels (U.S., Canada, and Japan) 13 channels (ETSI)

Simultaneous Channels 
Three

Antenna Connection 
Reverse polarity TNC (RP-TNC)4

Security 
System ID required, up to 32 ASCII characters

AIR-BR340: No WEP (100 mW)

AIR-BR342: 128-bit WEP (100 mW)

AIR-BRI340: No WEP (50 mW)

AIR-BRI341: 40-bit WEP (50 mW)

Configuration Security 
Password protected

Processing Gain 
10.4 dB nominal 

Network Connection Types 
10Base2, 10Base5, 10BaseT

Wired LAN Filtering 
Intelligent packet filtering by network address, protocol, or packet content 

SNMP Compliance 
MIB I, MIB II 

Routing Protocol 
Routing Information Protocol (RIP) II IP

Bridging Protocol 
IEEE 802.1d spanning-tree support

Wireless Bridges per LAN 
Unlimited

Maximum Users per Bridge 
2048 (wireless)

Local Configuration 
System console port (Serial EIA-232-E, DB-9 female) 

Remote Configuration 
Any wired or wireless LAN station via Telnet, FTP, SNMP, or HTML via Web browser 

Automatic Configuration 
BOOTP or DHCP

LED Indicators 
System status, wired network activity, wireless network activity 

Output Power 
+36 dBm EIRP (FCC compliant)

Transmit Power 
AIR-BR340: 100 mW

AIR-BR342: 100 mW

AIR-BRI340: 50 mW, 5 mW, 1 mW

AIR-BRI341: 50 mW, 5 mW, 1 mW

Warranty 
One year

Power Supply 
Standard Power Pack: 120 VAC, 50/60 Hz to 18 VDC @ 1A or 12 VDC @1.5A

PRIVATE

PRIVATE
Cisco Aironet 340 Series Workgroup Bridge Specifications 


Physical 


Status Indicators 
Three indicators on the top panel: radio traffic, Ethernet traffic and status

Connectors 
On the back panel: barrel power connector (plug-in for AC adapter) and RJ-45 Ethernet connector

Power Supply 
Standard power pack (120VAC/60Hz)

Universal power pack (90-264VAC/47-63Hz) 

Temperature 
32° F to 122° F (0° C to 50° C)

Humidity 
10 to 90 percent noncondensing

Dimensions 
6.3 in x 4.72 in x 1.45 in (16 cm x 12 cm x 3.7 cm)

Weight 
Less than 1 lb. (0.45 kg.) excluding power supply

Radio 


Frequency 
2.400 to 2.497 GHz

Range When Communicating to a 340 Series Access Point (typical) 
Indoor office:

100 ft. (30 m) at 11 Mbps; 300 ft. (91 m) at 1 Mbps

Outdoor (with standard dipole):

400 ft. (122 m) at 11 Mbps; 1,500 ft. (460 m) at 1 Mbps

Receive Sensitivity 
-90 dBm@ 1 Mbps

-88@ 2 Mbps

-87@ 5.5 Mbps

-84 @ 11 Mbps

Modulation 
DBPSK @ 1 Mbps

DQPSK @ 2 Mbps

CCK @ 5.5 and 11 Mbps

Output Power 
30 mW (15 dBm) 

Wireless Medium 
Direct Sequence Spread Spectrum

Operating Channels 
11 Channels (US, Canada and Japan)

13 Channels (ETSI)

Simultaneous Channels 
Three

Data Rates 
1, 2, 5.5 and 11 Mbps

Network Information 


Network Architecture Type 
Infrastructure via a Cisco Aironet access point or bridge 

Device Drivers 
None required

Network Support 
Transparent TCP/IP

Network Connection Type 
10BaseT

Network Protocols Supported 
IEEE 802.3 and Ethernet blue book

Security 
System ID required, up to 32 ASCII characters

40-bit WEP and 128-bit WEP available

General 


Antenna 
Single captured 2.2 dBi antenna or two (diversity) RP-TNC connectors for use with optional antennas

Certification 
Operates license-free under FCC Part 15 and complies as a Class B device. Complies with DOC regulations. Complies with ETS 300.328, FTZ 2100 and MPT 1349 standards. Call for other information on use outside of the USA.

Warranty 
One year


Table 1: Cisco Aironet Client Adapter Antenna Features 

PRIVATE
Feature 
AIR-ANT3351 
AIR-ANT3342 

Description 
POS diversity dipole5
Diversity dipole

Application 
Indoor diversity antenna6 to extend the range of Aironet LMC client adapters
Indoor diversity antenna to extend the range of Aironet LMC client adapters

Gain 
2.2 dBi7
2.2 dBi

Approximate Indoor Range at 1 Mbps* 
350 ft. (107m)
350 ft. (107m)

Approximate Indoor Range at 11 Mbps* 
100 ft. (51 m)
100 ft. (51m)

Beam Width 
360º H 75º V
360º H 75º V

Cable Length 
5 ft. (1.5m)
1 ft. (0.3m)

Dimensions 
Base: 7 x 2 in. (18 x 5 cm)

Height: 8 in. (20 cm)
4 x 3 in. (8.6 x 6.5 cm)

Weight 
9.2 oz. (261g)
5 oz. (142g)


Table 2: Cisco Aironet Access Point Antenna Features 

PRIVATE
Feature 
AIR-ANT3213
AIR-ANT3194 
AIR-ANT1728 
AIR-ANT2561 
AIR-ANT3549 
AIR-ANT1729 

Description 
Pillar mount

diversity omni
Omnidirectional

ceiling mount
High gain

omnidirectional

ceiling mount
Omnidirectional

ground plane
Patch wall mount
Patch wall mount

Application 
Indoor, unobtrusive

medium-range antenna
Indoor short-range antenna, typically hung from crossbars of drop ceilings
Indoor medium-range antenna, typically hung from crossbars of drop ceilings
Flat, circular, medium-range indoor antenna
Indoor, unobtrusive, long-range antenna (may also be used as a medium-range bridge antenna)
Indoor, unobtrusive, medium-range antenna (may also be used as a medium-range bridge antenna)

Gain 
5.2 dBi
2.2 dBi
5.2 dBi
5.2 dBi
8.5 dBi
6 dBi

Approximate Indoor Range at 1 Mbps* 
497 ft. (151m)
350 ft. (107m)
497 ft. (151m)
497 ft. (151m)
Access Point: 700 ft. (213m)

Bridge: 2.0 miles (3.2 km)
Access Point: 542 ft. (165m)

Bridge: 1.1 miles (1.8 km)

Approximate Indoor Range at 11 Mbps* 
142 ft. (44m)
100 ft. (31m)
142 ft. (44m)
142 ft. (44m)
Access Point: 200 ft. (61m)

Bridge: 3390 ft. (1032m)
Access Point: 155 ft. (47m)

Bridge: 1900 ft. (580m)

Beam Width 
360º H 75º V
360º H 75º V
360º H 75º V
360º H 80º V
60º H 55º V
75º H 65º V

Cable Length 
3 ft. (0.91m)
9 ft. (2.74m)
3 ft. (0.91m)
3 ft. (0.91m)
3 ft. (0.91m)
3 ft. (0.91m)

Dimensions 
10 x 1 in.

(25.4 x 2.5 cm)
Length: 9 in.

(22.86 cm)

Diameter: 1 in. 

(2.5 cm)
Length: 9 in. 

(22.86 cm)

Diameter: 1 in. 

(2.5 cm)
Diameter: 12 in.

(30.5 cm)
5 x 5 in.

(12.4 x 12.4 cm)
4 x 5 in.

(9.7 x 13 cm)

Weight 
1 lb. (460g)
4.6 oz. (131g)
4.6 oz. (131g)
9 oz. (255g)
5.3 oz. (150g)
4.9 oz. (139g)


Table 3: Cisco Aironet Bridge Antenna Features 

PRIVATE
Feature 
AIR-ANT2506 
AIR-ANT4121 
AIR-ANT1949 
AIR-ANT3338 

Description 
Omnidirectional 

mast mount
High-gain

omnidirectional

mast mount
Yagi mast mount
Solid dish

Application 
Outdoor short-range point-to-multipoint applications
Outdoor medium-range point-to-multipoint applications
Outdoor medium-range directional connections
Outdoor long-range directional connections

Gain 
5.2 dBi
12 dBi
13.5 dBi
21 dBi

Approximate Range at 2 Mbps* 
5000 ft. (1525m)
4.6 miles (7.4 km)
6.5 miles (10.5 km)
25 miles (40 km)

Approximate Range at 11 Mbps* 
1580 ft. (480m)
1.4 miles (2.3 km)
2.0 miles (3.3 km)
11.5 miles (18.5 km)

Beam Width 
360º H 75º V
360º H 7º V
30º H 25º V
12.4º H 12.4º V

Cable Length 
3 ft. (0.91m)
1 ft. (0.30m)
1.5 ft. (0.46m)
2 ft. (0.61m)

Dimensions 
Length: 13 in. (33 cm)

Diameter: 1 in. (2.5 cm)
Length: 40 in. (101 cm)

Diameter: 1.3 in. (3 cm)
Length: 18 in. (46 cm)

Diameter: 3 in. (7.6 cm)
Diameter 24 in. (61 cm)

Weight 
6 oz. (17g)
1.5 lb. (0.68 kg)
1.5 lb. (0.68 kg)
11 lb. (5 kg)


Table 4: Cisco Aironet Low-Loss Antenna Cable Features 

PRIVATE
Feature 
AIR-420-003346-020 
AIR-420-003346-050 
AIR-420-003346-075 
AIR-420-003346-100 

Cable Length 
20 ft. (6m)
50 ft. (15m)
75 ft. (23m)
100 ft. (30m)

Transmission Loss 
1.3 dBi
3.4 dBi
5.0 dBi
6.7 dBi


Table 5: Cisco Aironet Accessories Features 

PRIVATE
Feature 
420-002537-018 
420-002537-060 
420-003354 
420-003745 
430-002662 

Description 
18 in. (46 cm) 

bulkhead extender
60 in. (152 cm)

bulkhead extender
Lightening arrestor
Optional antenna adapter cable
Yagi articulating mount

Application 
Flexible antenna cable that extends access point cabling typically within an enclosure
Flexible antenna cable that extends access point cabling typically within an enclosure
Helps prevent damage due to lightning-induced surges or static electricity
Used to add higher-gain antennas to universal and multistation clients for longer-range applications
Adds swiveling capability to mast-mounted yagi antennas 

